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This  Supplement  to  the  196U  Fiscal  Year  Capital 
Budget  contains  the  preliminary  plans  and  outline 
specifications  for  major  constmction  projects 
included  therein.  Projects  to  be  constructed 
in  general  conformance  with  existing  plans  are 
not  included  herein. 


The  purpose  of  the  Supplement  is  to  assist  in 
visualizing  the  projects  and  their  functions. 
It  should  be  studied  with  the  capital  budget 
report.  This  document  is  designed  to  meet  the 
requirement  of  Chapter  121  of  the  Acts  of  19^6 
which  calls  for  the  submittal  of  preliminary- 
plans  and  outline  specifications  for  permanent 
construction  projects  at  the  time  the  con- 
struction funds  are  requested. 


The  estimated  building  costs  given  in  this 
Supplement  include  all  fees  involved. 
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STATE  DEPARTMENT  OF  MENTAL  HYGIENE 

PSYCHIATRIC  RESEARCH  INSTITUTE 
Headquarters 
Spring  Grove  State  Hospital,  Catonsville 

PROJECT  DESCRIPTION 

The  project  will  be  a  three-story  brick  building  with  a  finished 
basement.  It  will  provide  approximately  26,000  sq.  ft,  of  floor 
space  to  accommodate  varied  types  of  research  laboratories,  work 
shops,  library,  and  necessary  offices.  The  building  is  designed 
such  that  two  wings  can  be  added  in  the  future  if  the  need  for 
additional  facilities  can  be  substantiated.  All  research  facilities 
scattered  throughout  Spring  Grove  State  Hospital  buildings  (including 
Old  Center  Building,  which  will  be  razed)  will  be  moved  to  this  building. 

PRELIMMARY  PIAN3  AND  OUTLINE  SPECIFICATIONS 

Plans  are  shown  at  right.  Outline  specifications  are: 

Exterior  walls,  »....••  Masonry  brick  surface  with  slag  block 

back-up 

Floors Concrete 

Interior  partitions  •  •  .  .  .  Slag  block 

Exterior  openings  Metal  sash  combined  with  panel  wall 

construction  in  window  sireas  at  some  points 

Roof Concrete  insulated  with  20-year  built-up 

roofing 

Interior  finish  ♦  ,  Generally,  block  painted  partitions  and 

walls.  Metal  door  frames,  flush  panel 
doors;  asphalt  tile  floors;  ceramic  tile 
wainscot  in  corridors  and  toilet  facilities; 
quarry  tile  or  other  appropriate  floors  in 
laboratories  where  acids  and  similar 
destructive  materials  are  used 

Mechanical  facilities  «...  Steam  is  provided  from  central  heating  plant  with 

convectors  and  unit  heaters  as  appropriate  to 
each  area.  Ventilating  system  will  be  provided 
to  exhaust  from  contaminated  areas.  Humidity 
control  in  laboratories  where  required 

Electrical Electrical  installation  will  be  normal  with  light 

intensities  appropriate  to  the  areas 

Plumbing Plumbing  facilities  will  be  normal 

ESTIMATED  PROJECT  COST 

State  share  of  construction  cost  (including  fees,  utilities  and 

site  improvements) $U50,000 


DEPARTMENT  OF  CORRECTION 

NEW  CORRECTIONAL  INSTITUTION  (MARYLAND  INSTITUTION  FOR  MEN) 
Headquarters 

Maryland  Institution  for  Men  Land 
Breatheds villa 

PROJECT  DESCRIPTION 

The  project  consists  of  the  following  buildings:  Gate  House;  Admin- 
istration Building  with  areas  for  offices,  visiting,  chapel,  infirmary, 
commissary,  barber,  and  gymnsisiumj  Educational  and  Guidance  Building 
with  areas  for  classification,  academic  studies  and  supervised  hobby 
work;  Kitchen  and  Dining  Building;  six  Housing  Units  (medium  and 
minimum  secxirity  types)  to  accommodate  1200  inmates;  Industrial  and 
Vocational  Building  for  training  and  employment  of  inmates;  and 
Central  Warehouse  and  Power  Plant,  These  facilities  with  the  exception 
of  a  pre-release  housing  unit,  will  be  located  in  a  38-acre  double 
fenced  enclosure  on  Maryland  Institution  for  Men  property  and  will 
become  a  part  of  that  institution, 

PRELIMINARY  PLANS  AND  OUTLINE  SPECIFICATIONS  ^ 

Plans  are  shown  at  right.   Outline  specifications  are: 

Exterior  walls •  ,  ,  Generally  concrete  panels  of  tilt-up 

type  with  metal  sash 

Floors,  ,...  •  Reinforced  concrete 

Interior  Partitions  .••...  In  Dormitory  buildings,  reinforced 

concrete  of  tilt-up  type.  In  other 
buildings  as  appropriate  -  slag  block 

Security  doors,  •••,,,.,  Prison  type  will  be  used  as  appropriate; 

Office  areas  and  such  will  be  metal 
door  bucks,  flush  panel  doors,  or 
sash  type  doors  as  appropriate 

Interior  Finishes  ,,,.,,.  Generally  paint  applied  to  masonry; 

ceramic  wainscot  will  be  provided  in 
toilet  areas,  corridors,  kitchen  and 
dining  areas  as  appropriate 

Roof. Reinforced  concrete  with  20-yeetr 

built-up  roofing 

Mechanical  Facilities  Will  include  heating  and  ventilation  as 

normal  to  penal  institutions.  Toilet 
facilities  as  normal  to  penal  institu- 
tions 

Electrical,  ,  ,  ,  Installation  will  include  special  facili- 
ties for  shops  and  normal  lighting 
intensities  as  appropriate  to  each  area 

ESTIMATED  PROJECT  COST 

Construction( including  fees, utilities  and  fixed  equipment).  .  $12,^00,000 

Site  preparation  and  improvements 1,  $00, 000 

Total $lit,000,000 
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DEPARTi4ENT  OF  CORRECTION 

CENTRAL  OFFICE  AND  STORAGE  BUILDING 
State  Use  Industries 
Maryland  Penitentiary  Land 
Baltimore 

PROJECT  DESCRIPTION 

The  project  provides  a  two-story  brick  veneer  warehouse-type  building 
with  an  underground  firearms  range  for  training  Penitentiary  guards. 
The  building  will  be  constructed  on  Penitentiary  property.  It  will  have 
llfUSO   sq,  ft.  of  floor  space  providing  areas  for  State  Use  Industries 
central  offices,  humidity  controlled  lumber  storage,  manufacturing 
materials  storage,  and  finished  products  display  room  and  storage.  A 
small  service  garage  for  State  Use  Industries  and  Penitentiarj"-  vehicles 
will  be  attached  to  the  building.  These  facilities  will  free  space 
badly  needed  at  the  Penitentiaiy. 

PRELIMINARI  PLANS  AND  OUTLINE  SPECIFICATIONS 

Plans  are  shown  at  right.  Outline  specifications  are: 

Exterior  walls.  •••....  Brick  with  slag  block  back-up  limestone  trim 

Floors.  .• Reinforced  concrete  construction,  raaisonry 

protected  steel 
Interior  partitions  .  •  •  .  •  Cinder  block 

Roof,  ...  Concrete  with  20-year  built-up  roofing 

Interior  finish  .......  Generally  paint  applied  throughout  to  cinder 

block  masonry.  Tile  wainscot  provided  in 
toilet  areas.  Floors  in  office  area  will 
be  finished  with  asphalt  tilej  where  con- 
crete floors  are  exposed  in  storage  area 
STirface  hardener  will  be  provided 
Mechanical  &i  Electrical  ...  Steam  will  be  supplied  from  the  central 

heating  plant  at  Penitentiary,  to  Mechanical 
equipment  room  area  where  heat  exchanger  is 
located.  Hot  water  system  will  extend  from 
that  point  to  unit  heaters  in  storage  areas; 
in  the  office  areas  fin-tube  radiation  will 
be  supplied 
Air  conditioning  will  be  provided  to  the  office 
areas.  Ventilation  system  will  be  supplied 
to  the  Rifle  range,  toilet  areas  and  storage 
areas.  Special  h-omidity  control  system  will 
be  installed  in  the  Print  shop,  raw  material 
storage  area,  in  the  leather  storage  area  and 
the  lumber  storage  area 

Plumbing Normal  standard  system 

Fire  Protection  .......  Will  be  provided  by  a  sprinkler  system  through- 
out the  entire  building.  Electrical  lighting 
will  be  provided  at  intensities  appropriate 
to  the  various  areas.  Outside  lighting  around 
the  perimeter  of  the  building  and  parking 
area  wHl  be  provided.  The  elevator  will  be 
standard,  electrically  operated  freight  type 

ESTIMATED  PROJECT  COST 

Construct ion (including  fees,  utilities  and  site 

improvements)  $900,000 
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DEPARTMENT  OF  CORRECTION 


INDUSTRIAL  BUILDING 

State  Use  Industries 

Maryland  House  of  Correction  Land 

Jessups 

PROJECT  DESCRIPTION 

The  project  consists  of  a  two-level  industrial  type  building  with 
UU,000  sq.  ft.  of  floor  space.  It  will  be  constructed  to  afford 
inaxiniuin  security  and  will  be  connected  to  the  House  of  Correction 
by  a  tunnel  which  will  also  serve  a  new  laundry  building  planned 
for  the  future.  The  lower  level  will  be  equipped  with  bake  ovens 
and  all  other  necessary  machinery  and  equipraent  for  the  manufacture 
of  auto  license  tags  and  signs.  The  upper  level  will  provide  space 
to  concentrate  all  State  Use  Industries  paint  laanufacturing  activities. 
This  building  will  provide  the  space  necessary  to  expand  the  above 
activities  and  will  free  space  now  occupied  at  the  Penitentiary  which 
is  badly  needed  for  Penitentiary  use  and  expanded  print  shop  facilities. 

PRELIMINARY  PLANS  AND  OUTLINE  SPECIFICATIONS 

Plans  are  shown  at  right.  Outline  specifications  are: 
Exterior  walls.  ...•*..  Brick  with  concrete  block  back-up 

reinforced  with  steel  bars 

Roof Concrete  with  20-year  built-up  roofing 

Floors,  .....  Reinforced  concrete 

Windows Steel  sash,  security  type 

Interior  finish  .......  Paint  only  on  exposed  masonry 

Tunnel  connection  ......  Reinforced  concrete.  Walls,  floors 

and  roof  waterproofed 
Electric.  ....  Required  voltage  to  operate  Tag  Shop 

machinery.  Lighting  normal 
Mechanical.  .........  Plumbing,  prison  type 

Heating  .....  .  Typical  industrial  plant  heating, 

generally  unit  heaters 


ESTIMATED  PROJECT  COST 

Construction  (including  fees,  utilities  and  site 

improvements).  .....  •  $850,000 
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STATE  DEPARTMENT  OF  EDUCATION 

SCIENCE  BUILDING 

Frost burg  State  Teachers  College 
Frostburg 

PROJECT  DESCRIPTION 

The  project  will  provide  a  three-story  modern  Science  building, 
con5)rising  55,000  sq.ft.  It  is  designed  so  that  an  addition 
can  be  built  later  if  necessary.  The  science  facilities  will  be 
adequate  for  an  enrollment  of  2500  or  more  and  will  permit  the 
College  to  offer  majors  and  graduate  work  in  chemistry  and  the 
physical  and  bilogical  sciences.  This  is  necessary  since  the 
College  is  moving  toward  a  full  offering  of  liberal  arts  subjects. 

PRELIMINARY  FLANS  AND  OUTLINE  SPECIFICATIONS 

Plans  are  shown  at  the  right.  Outline  specifications  are: 

Exterior  walls Masoniy  brick  surface  with  slag  block 

back-up 

Floors Concrete 

Interior  Partitions  Slag  block 

Exterior  Openings  ........  Metal  sash  combined  with  panel  wall 

construction  in  window  areas  at  some 
points 

Roof .  Concrete  insulated  with  20-year 

built-up  roofing 

Interior  Finish  ,  , Generally,  block  painted  partitions 

and  walls »  Metal  door  frames;  flush 
panel  doors j  asphalt  tile  floors; 
ceramic  tile  wainscot  in  corridors 
and  toilet  facilities;  quarry  tile 
or  other  appropriate  floors  in 
laboratory  where  acid  and  similar 
destmctive  materials  are  used 

Mechanical  Facilities  ......  Steam  is  provided  from  central  heat- 
ing plant  with  convectors  and  unit 
heaters  as  appropriate  to  each  area. 
Ventilating  system  will  be  provided 
to  exhaust  from  contaminated  areas 

Electrical Electrically  operated  freight  elevator 

will  be  provided.  Electrical  installa- 
tion will  be  normal  with  light 
intensities  appropriate  to  the  areas 

Plumbing Plumbing  facilities  will  be  normal 

ESTIMATED  PROJECT  COST 

Construction  (including  fees,  utilities  and  site 

improvements)  $1,250,000 
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STATE  DEPARTMENT  OF  EDUCATION 

SCIENCE  BUILDING 

Towson  State  Teachers  College 
Towson 

PROJECT  DESCRIPTION 

Present  Science  instruction  facilities  are  primarily  temporary  and 
jnakeshift  installed  in  classrooms  as  a  matter  of  expediency  to 
accommodate  a  rapidly  expanding  enrolLnent.  The  College  is  moving 
toward  a  full  program  of  liberal  arts  subjects  which  entails  offering 
many  additional  science  courses.  The  project  will  provide  a  modem 
science  building  containing  78,900  sq.  ft.  on  four  floors  and  a  small 
penthouse  planetarium.  It  is  designed  so  that  an  addition  can  be 
built  in  the  future  if  warranted.  The  facilities  are  adequate  for 
instructing  an  enrollment  of  3500  or  more  in  chemistry  and  the  biolog- 
iceuL  and  physical  sciences. 

PRELIMINARY  PLANS  AND  OUTLINE  SPECIFICATIONS 

Plans  are  shoim  at  right.  Outline  specifications  are: 

Exterior  walls Masonry  brick  surface  with  slag  block 

back-up 

Floors.  .....  Concrete 

Interior  partitions Slag  block 

Exterior  openings  .•••••  Metal  sash  combined  with  panel  wall  con- 
struction in  window  areas  at  some  points 

Roof.  ............  Concrete  insulated  with  20-year  built-up 

roofing 

Interior  finish  .......  Generally,  block  painted  partitions  and 

walls.  Metal  door  fraxiies,  flush  panel 
doors;  asphalt  tile  floors;  ceramic  tile 
wainscot  in  corridors  and  toilet  facilities; 
quarry  tile  or  other  appropriate  floors  in 
Laboratory  where  acids  and  similar  destruc- 
tive materials  are  used 

Mechanical  facilities  ....  Steam  is  provided  from  central  heating  plant 

with  convectors  and  unit  heaters  as  appropriate 
to  each  area.  Ventilating  system  will  be 
provided  to  exhaust  from  contaminated  areas. 

Electrical Electrically  operated  freight  elevator  will  be 

provided.  Electrical  installation  will  be 
normal  with  light  intensities  appropriate  to 
the  areas. 

Plumbing Plumbing  facilities  will  be  normal 

ESTIMATED  PROJECT  COST 

Construction  (including  fees,  utilities,  and  site 

improvements)  ............  .  $1,730,000 
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STATE  DEPARTMENT  OF  EDUCATKM 


DINING  HALL-STUDENT  UNION  BUILDING 
Coppin  State  Teachers  College 
Baltimore 

PROJECT  DESCRIPTION 

The  present  inadequate  dining  facilities  located  in  the  basement 
of  Connor  Hall  cannot  be  expanded.  Student  Union  facilities 
consist  of  a  small  basement  area  meant  for  storage.  The  project 
will  provide  a  one-story  brick  building  with  a  lower  level  where 
slope  of  the  land  pennits.  It  will  contain  25,780  sq.  ft.  to 
accommodate  kitchen  and  dining  facilities  for  faculty,  staff  and 
520  students  per  seating;  snack  barj  student  loiuige  and  recreation 
areas j  and  student  activities  and  conference  spaces. 

PRELIMINARY  PLANS  AND  OUTLINE  SPECIFIGATIONS 

Plans  are  shown  at  the  right.  Outline  specifications  are: 

Exterior  walls.  .  «  Brick  with  slag  block  back-up  - 

metal  sash 

Floors Concrete 

Interior  partitions Generally  slag  block 

Roof Of  conbustible  material  with 

generally  20-year  built-up  roofing 

Interior  finishes  ........  Generally  masonry  painted,  with 

acoustical  ceilings  except  in 
kitchen  and  serving  area  and 
toilet  facilities  where  plastering 
will  be  used 

Floors.  Generally  asphalt  tile  except  in 

kitchen  and  serving  area  and  toilet 
facilities  where  ceramic  or  quarry 
tile  will  be  used.  Storage  area 
will  be  exposed  concrete  floors. 
Wainscot  will  be  provided  in  kitchen 
and  serving  area,  dish  washing  and 
toilet  f aci3aties 

Mechanical  facilities  Will  include  normal  heating  and  ventilating 

with  refrigeration  for  food  storage 

Electrical*  .....  Will  be  normal  as  appropriate  to  each  area 

Plumbing Will  be  standard  with  special  facilities 

for  the  kitchen  and  serving  area 

ESTIMATED  PROJECT  COST 

Construction $ii80,500 

Site  iii5)rovements 15,000 

Total $ii95,500 
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UNIVERSITY  OF  MARYLAND 

ARTS  AND  SCIENCES  CLASSROOM,  OFFICE  AND  AUDITORIUM  BUILDING 
University  of  Maryland 
College  Park 

PROJECT  DESCRIPTION 

The  College  of  Arts  and  Sciences  bears  h9%  of  the  teaching  load 
of  the  University.  The  rapidly  expanding  enrollment  (average  of 
approsiraately  1000  per  year)  necessitates  additional  classroom 
space  and  a  larger  auditorium  than  the  present  k2$   capacity 
auditorium.  The  project  will  provide  a  three -story  brick  building 
with  a  developed  ground  level  floor  and  an  auditorium  with  a  seating 
capacity  of  lUiiO,  It  will  provide  adequate  facilities  for  the 
departments  of  music,  art,  speech  and  drama. 

PRELIMINARY  PLANS  AND  OUTLINE  SPECIFICATIONS 

Plans  are  shown  at  the  right.  Outline  specifications  are: 

J^bcterior  walls Brick  with  slag  block  back-up.  Trim 

and  ornamentation  will  be  limestone 

Floors.  ..  Reinforced  concrete 

Interior  Partitions  •••....  Generally  slag  block 

Roof Will  be  Express  type  for  portions 

of  the  building  with  slate  shingles 

Windows  • Will  be  generally  wood  double-hung, 

however,  certain  areas  as  indicated 
on  the  plan  will  be  metal  sash  in 
combination  with  panel  wall  con- 
struction 

Interior  Finishes  •.••..••  Will  include  plaster  and  other  orna- 
mentation in  the  large  assembly  areas 
irtiere  special  acoustic  treatment  will 
be  provided.  Classrooms  and  offices 
will  be  painted  on  the  exposed  masoniy 
Floors  will  be  asphalt  tile,  however, 
ceramic  tile  and  quarry  will  be  used 
as  appropriate.  Toilet  facilities  will 
be  provided  with  ceramic  tile  wainscot 
and  other  areas,  corridors,  etc.,  will 
be  provided  \d.th  ceramic  wainscot 

Mechanical  Facilities  Will  include  heating  and  ventilating 

systems  as  normal  and  appropriate  to 
each  area.  Plumbing  facilities  will  be 
normal 

Electrical •  .  •  .  Installation  will  include  normal  lighting 

in  all  areas  and  special  stage  lighting 
vheve   stage  exists.  Also  included  in 
the  electrical  installation  are  special 
facilities  appropriate  to  broadcasting, 
music,  etc. 

ESTIMATED  PROJECT  COST 

Construction  (including  fees,  utilities  and  site 

in5)rovements) $2,350,000 
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UNIVERSITY  OF  MARYLAND 

EDUCATION  BUILDING 

University  of  Maryland 
College  Park 

PROJECT  DESCRIPTION 

Present  teacher  instruction  facilities  at  the  University  are  not 
sufficient  to  permit  expanding  the  enrollment  in  the  College  of 
Education  to  meet  the  demand.  The  project  is  a  three-story  brick 
building  with  basement  providing  95,000  sq.  ft.  of  floor  space  to 
accommodate  necessary  classrooms  and  teacher  education  training 
facilities  required  to  prepare  a  greater  number  of  teachers  now 
and  in  the  future, 

PRELIMINARY  PLANS  AND  OUTLINE  SPECIFICATIONS 

Plans  are  shown  at  the  right.  Outline  specifications  are: 
Exterior  walls,  •,,,•,•,.  Brick  with  slag  block  back-up  and 

limestone  trim 

Floors Reinforced  concrete.  Asphalt  tile; 

ceramic  wainscot  will  be  provided 
in  corridors  toilet  areas,  etc. 

Interior  partitions  •  • Slag  block 

Interior  finishes  .  Generally  slag  block  painted,  with 

acoustic  ceilings 

Exterior  windows,  ...  Double-hung  wood,  generally 

Roof.  •• Express  type  with  slate  shingles 

Mechanical  facilities  Will  include  heating,  electrical, 

ventilation  and  plumbing  normal  to 
classroom  and  service  structures 


ESTIMATED  PROJECT  COST 

Construction  (including  fees,  utilities  and  site 

improvements) $1,600,000 
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UNIVERSITY  OF  MARYLAND 

ADDITION  TO  H.  J.  PATTERSON  HALL 
University  of  Maryland 
College  Park 

PROJECT  DESCRIPTION  J 

Closets,  storage  rooms  and  the  attic  of  H.  J.  Patterson  Hall  have  i 

been  pressed  into  use  to  accommodate  the  greatly  increased  number  of 

students  taking  botany  courses.  Considerable  additional  space  and 

laboratory  facilities  are  necessary  to  relieve  this  condition  and  to 

provide  for  the  rapidly  increasing  enrollment.  This  project  will 

provide  approxijuately  57,000  sq.  ft.  of  floor  space  for  necessary 

laboratories,  classrooms,  offices  and  research  facilities  for  the  i 

University  program.  It  will  also  provide  office  and  laboratoiy  space 

S  the\t^trS^^°r°?!.^'*^'^"*^  ^''^^'^  ^^^  ^^^^  ^^^y  ^^«ded  space 
in  the  State  Office  Building  in  Annapolis  now  occupied  by  the  Institute. 

PRELIMINARY  PLANS  AND  OUTLINE  SPECIFICATIONS 

Plans  are  shown  at  the  right.  Outline  specifications  are: 

iocterior  walls Masoniy  brick  surface  with  slag  block  back-up 

_T  and  limestone  trim 

l-^oors Concrete 

Interior  partitions  Slag  block 

^erior  windows Double  hung  wood,  generally 

T„+:*.*  *  •  !  • Express  type  with  slate  shingles 

Interior  finish  Generally,  block  painted  partitions  and  walls. 

Metal  door  frames,  flush  panel  doors;  asphalt  tile 
floors j  ceramic  tile  wainscot  in  corridors 
and  toilet  facilities j  quarry  tile  or  other 
appropriate  floors  in  laboratories  where 
acids  and  similar  destructive  materials  are 
used 

Mechanical  facilities  Steam  is  provided  from  central  heating  plant 

with  convectors  and  unit  heaters  as  appropriate 
to  each  area.  Ventilating  system  will  be 
provided  to  exhaust  from  contaminated  areas. 

Electrical.  ^."T"^*^  control  in  laboratories  where  required 
Electrical  installation  will  be  normal  with  light 

Plumbing pi,™m;;^^^'^^^^??''°^'"^^*^  *°  *^®  ^^^ 

^  Plumbing  facilities  will  be  normal 

i 

ESTIMATED  PROJECT  COST 

Construction  (including  fees,  utilities  and  site  ' 

improvements) ^^^^^^^ 
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